
This product is designed for high-speed labeling processes, as well as industrial

applications. It is compatible with multiple printing methods, including flexography,

rotogravure, and digital printing, as well as with various types of inks such as UV and

digital solvent inks. It complies with FDA and EU regulations for food contact.

High thermal resistance heat-shrinkable polyester film

Description

High thermal resistance heat-shrinkable polyester film, transparent, transversely 
oriented, which provides thermal shrink properties designed to wrap cylindrical 
containers with simple or complex geometries, delivering a uniform finish. This film is 
characterized by maintaining high gloss, rigidity, and a versatile shrink curve. Its high 
thermal resistance properties allow full compatibility with PET resin recycling 
processes.

Main Characteristics

• High recyclability in PET resin.
• Excellent transparency and gloss.
• Good mechanical properties.
• Recommended for steam tunnels.

* Important Considerations

*It is recommended to store this product at temperatures not exceeding 30°C, in a place without direct sun exposure and with 
a relative humidity close to 60%. To protect it from moisture and prevent film blocking, the rolls must remain covered with 
plastic wrapping when not in use.

*The information in this data sheet is based on tests conducted in our laboratories and is intended to be used as reference only, 
not as a specification. Therefore, it should not be interpreted as a performance warranty. It is the useuseuseuseuser’sr’sr’sr’sr’s responsibility to 
conduct the necessary tests to ensure its suitability for the intended applications.

*This product complies with FDA and EU regulations. For more information, please visit our website: 
https://www.obengroup.com/es/documentos
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**Information and data 

presented in this data sheet 

is intended to be used as 

general guidelines.Physical 

properties specifications are 

available upon request.

Typical Values 

of Physical 

Properties **

Property

Notes:   DM - Machine Direction   |   DT - Transverse Direction
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Testing MethodUnit

*This product has lot size 

and width restrictions. 

Please consult your sales 

representative.
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